OVERVIEW CERTIFIED ANTI-TERRORIST EQUIPMENT
PRODUCT

CERTIFICATION

Fixed Bollard CityProtector M40
Bollard in layered construction with shallow 220 mm installation depth.

PAS 68 V/7500[N2]/64/90:0.3/15.7
IWA 14-1 V/7200[N2A]/64/90:0.7 (triple unit)

Fixed Bollard CityProtector M50
Bollard in layered construction with shallow 220 mm installation depth.

IWA 14-1 V/7200[N2A]/80/90:4.3 (triple unit)

Fixed Bollard M30

Vehicle impact simulation M30/P1 (triple unit)

Bollard M30 movable

PAS 68 V/7500[N2]/48/90:0.0/0.0
IWA 14-1 V/7200[N2A]48/90:0.4

Fixed Bollard M50

PAS 68 V/7500[N3]/80/90:0.4/15.4
IWA 14-1 V/7200[N3C]/80/90:0.8
ASTM F2656-07 M50/P1 (triple unit)

Removable bollard M50

Vehicle impact simulation M50/P1 (triple unit)

Bollard M50 movable
Enables pedestrians to pass through unobstructed while effectively
stopping heavy vehicles at high speed.

ASTM F 2656-07 M50/P2
PAS 68 V/7500[N3]/80/90:5.2/7.8
IWA 14-1 V/7200[N3C]/80/90:5.5

Bollard K4 SP 275-900 movable

DOS: K4/L3
PAS 68 V/7500[N2]/48/90:0.0/0.0
PAS 68 V/7500[N2]/64/90:3.0/5.8

Bollard K12 SP 275-1100 movable

Vehicle impact simulation M50/P1 (triple unit)
DOD: K12/L2
PAS 68 V/7500[N3]/80/90:3.3/17.7

Wedge Barrier K12
Effectively closes off the road within 3 seconds, decreasing to 1 second
via optional accumulator. Also suitable for installation in city centres
due to shallow foundation of only 400 mm.

DOS: K12/L3
PAS 68 V/7500[N3]/80/90:0.0/18.0
tested with 4 m blocking width

Wedge Barrier K12 with safety skirt
Effectively blocks the road within 3 seconds, decreasing to 1 second via
optional accumulator. Also suitable for installation in city centres due
to shallow foundation of only 400 mm.

DOS: K12 listed
PAS 68 D/7500/80/90/1852

Wedge II with or without safety skirt
Effectively blocks the road within 3 seconds, decreasing to 1 second via
optional accumulator. Also suitable for installation in city centres due to
shallow foundation depth of only 300 mm.

PAS 68 V/7500[N3]/80/90:0.0/20.7
IWA 14-1 V/7200[N3C]/80/90:0.0
tested with 4 m blocking width
ASTM F2656-15 M50/P1
tested with 2 m blocking width

Road Blocker DSP® K12
Blocks the road within 2-4 seconds and is designed to remain functional
after impact.

DOS: K12/L3
PAS 68 V/7500[N3]/80/90:0.0/18
tested with 4 m blocking width

Tracked Sliding Gate TG M50
A solid gate that closes off the site and effectively stops heavy vehicles
travelling at high speed.

ASTM F 2656-07 M50/P1
PAS 68 V/7500[N3]/80/90:0.0/4.3
tested with 7 m clear opening

Quick Folding Gate EntraQuick® PU30
Fast operating single leaf quick folding gate with self-locking arrestor
system designed to prevent forceful entry of unauthorised vehicles.

PAS 68 V/2500[N1G]/48/90/1.2/0.0
IWA 14-1 V/2500[N1G]/48/90/1.3
tested with 4 m clear opening

Barrier Lift System BLS K4/Barrier Lift System BLS K12
A boom barrier that quickly rises out of the ground and blocks the entire
width of the road within 5 seconds. Completely destroys the chassis of
a vehicle trying to gain access by force.

DOS: K4/L3
upto 6 m: DOS: K12/L3
upto 10 m: DOD: K12/L2
PAS 68 V/7500[N3]/80/90:0.0/31.0
tested with 6 m clear opening

Tyre Killer
Tyre killer with pointed spikes that effectively block a road within 2
seconds and completely destroy the tyres, axles and suspension of a
vehicle trying to gain access by force.

--

Tyre Killer SHARK
Tyre killer with pointed spikes that effectively block a road within less
than 1 second and completely destroy the tyres of a vehicle trying to
gain access by force.

--

StrongArm M30
Active drop arm beam barrier for clear openings up to 24’ (7.3m) which
stops a 15,000 lb truck driving 30 mph in its tracks. 6-8 sec. open or close
depending on arm length.

ASTM F2656-07 M30/P1

StrongArm M50
Active drop arm beam barrier for clear openings up to 24’ (7.3m) which
stops a 15,000 lb truck driving 50 mph in its tracks. 6-8 sec. open or close
depending on arm length.

ASTM F2656-07 M50/P2
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